
Emission Optimized Power Supply in 
Ports



Becker Marine Systems
• 248 Employees           
• 140 in Hamburg
• 6 Locations worldwide
• 20 Products

Innovative engineering for environmentally-friendly products!

Manoeuvring Equipment Energy-Saving Devices

Reduction of CO²
1.743.847 t (619 Ships)
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The Regulators Are Driving Uptake 
Today´s Problems
• Air and noise pollution in port from ships
• Stronger public awareness
• Ship operators are in danger to loose image

• MARPOL Annex VI
• EU Sulphur Directive
• Directive On The Deployment Of Alternative Fuel Infrastructure



Vessels Power Demand at Berth



Power Grid Frequency
IEC/ISO/IEEE 80005-1, Frequency shall match



Regulations
Rules 

Bureau Veritas NR 557
High-Voltage Shore Connection System

IEC/ISO/IEEE 80005-1
Utility connections in port – Part 1
High Voltage Shore Connection (HVSC) Systems
General requirements Conversion of 

AIDAsol finished 
2013



Clean Energy for Cruise Ships

The EnvironmentThe Environment

Guaranteed 
Supply

Guaranteed 
Supply

Economic 
Feasibility
Economic 
Feasibility

project partners:



LNG – a clean energy!
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Our Solution
WINNER 2013

Barge Dimensions:76 x 11,4 x 2,5 m
Capacity: 2 x 15 t LNG Container
Powerplant: 5x 1,5MW  LNG GenSets

Silent operation (60 dBA / 10m)
Classified as seagoing barge

                      BARGE



Standard

5 x 1.500 kW 7.500 kW
11 kV Barge/Ship
60 Hz

5x ~1.500 kW ~7.500 kW
10 kV Barge/Shore
50 Hz

Thermal Capacity: ~9.200 kW

Option

7 x 1.500 kW 10.500 kW
11 kV Barge/Ship
60 Hz

7x ~1.500 kW 10.500 kW
10 kV Barge/Shore
50 Hz

Thermal Capacity: ~12.000 kW

LNG HYBRID Barge

High efficiency: + power efficiency  39,7 %     + heat efficiency 45,4%



Handling LNG

2 x 40 ft. LNG Container Typ C, Capacity < 30 t 



Handling LNG

Gas Processing Unit

Drip tray

Flexible hose / dry coupling 



Ready for service



Moving the Barge…

Magdeburger Hafen
Summer mode
Magdeburger Hafen
Summer mode

Hansahafen
Stand By (Summer)
Hansahafen
Stand By (Summer)

O´Swaldkai
Containerhandling
O´Swaldkai
Containerhandling

Rugenberger Hafen
Winter mode
Rugenberger Hafen
Winter mode



1st Power Supply - 05/2015

Project start 02/2012 + + + Keel laying 01/2014 + + + Launching 09/2014 + + + 1st Power Supply 05/2015



Infrastructure Hamburg

Project start 02/2012 + + + Keel laying 01/2014 + + + Launching 09/2014 + + + 1st Power Supply 05/2015



Cable Handling Units



1st Power Supply – 05/2015

Project start 02/2012 + + + Keel laying 01/2014 + + + Launching 09/2014 + + + 1st Power Supply 05/2015



Concept Summer & Winter

…creating revenue

Cruise Ships
Supply 60Hz / 11kV
20 – 90 Operations 
10 – 12 Hours

Main Operation:

Industrial Clients
Supply 50Hz / 10kV
24 Hours / 7 Days

Alternativ Operation:



Natural GasNatural Gas

ElectricityElectricity

HeatHeat

Concept Winter



LNG HYBRID Barge in Hamburg

Project start 02/2012 + + + Keel laying 01/2014 + + + Launching 09/2014 + + + Arrival Hamburg 10/2014   

2015, Winner 
Category Voyage2013, Winner 2014, 3rd place 

2015, Winner Environmental 
Initiative of the year



LNG HYBRID PowerPac

PowerPac Dimensions:

- 40 ft high cube Container 
(2x)

Capacity:

- 1 x ~10 t LNG Container

Powerplant:

- 1,5 MW -  LNG GenSets

Weight: ~60 t

Classified TÜV / BV

Engine: Gas Engine
Max. Power: ~1500 kWel.

Frequenzy: 60 Hz
Voltage: 6,6 kV

- Patent pending - 



LNG HYBRID PowerPac

Positioning on the 
aftship or restricted 

areas on board the ship



PowerPac Handling
 – Option – 



Thanks for your attention!

For more information please visit  www.becker-marine-systems.com

Greener future starts now

Becker Marine Systems
Christian Becker
Key Account Manager LNG HYBRID
Mob. +49 173 217 54 78
Tel.  +49 40 24199-1636
Mail cbe@LNG-hybrid.com


